
GETTERAL DESCRIPTIOI  

The Model 1201WP p r o v i d e s  a  low c o s t ,  c o n v e n i e n t  s o u r c e  of i n t e r -  
n a t i o n a l  power f o r  t e s t i n g  p r o d u c t s  which a r e  e x p o r t e d  t o  coun- 
t r i e s  w i t h  d i f f e r e n t  power mains  and /o r  c o n n e c t o r s  t h a n  t h o s e  o f  
t h e  manufac tu r ing  s i t e .  The u n i t  is s u f f i c i e n t l y  p o r t a b l e  t h a t  
i t  can  b e  moved between work s t a t i o n s  o r  l a b  p o s i t i o n s  a s  needed.  

Output  v o l t a g e  is a d j u s t a b l e  f rom 0  t o  260 v o l t s  a t  f r e q u e n c i e s  
o f  47 t o  500 Hz. Output  power is d e l i v e r e d  t o  a  t e r m i n a l  b l o c k  
on t h e  r e a r  p a n e l  o f  t h e  u n i t .  

A d i g i t a l  d i s p l a y  a l l o w s  m o n i t o r i n g  o f  RMS o u t p u t  v o l t a g e ,  f r e -  
quency and RMS l o a d  c u r r e n t .  

I n t e r n a l  jumpers a l l o w  o p e r a t i o n  from e i t h e r  115  o r  230 VAC. 
I n p u t  f r e q u e n c y  c a n  v a r y  from 45 t o  440 Hz. 

1.2 SPBCIFICATIORS 

T a b l e  1-1 c o n t a i n s  t h e  o p e r a t i o n  s p e c i f i c a t i o n s  o f  t h e  1201WP1 
A l l  s p e c i f i c a t i o n s  a r e  t e s t e d  i n  a c c o r d a n c e  w i t h  s t a n d a r d  C a l i -  
f o r n i a  I n s t r u m e n t s  t e s t  p r o c e d u r e s .  Un les s  o t h e r w i s e  n o t e d ,  t h e  
f o l l o w i n g  s p e c i f i c a t i o n s  a p p l y  a t  100% of  . f u l l  scale o u t p u t  
v o l t a g e  and w i t h  1 1 5  o r  230 VAC i n p u t  power. 

TABLE 1-1 

SPECIFICATIONS 

OUTPUT VOLTAGE 
Ranges,  p a n e l  s e l e c t e d  0  t o  130  VAC 

0  t o  260 VAC 

OUTPUT FREQUENCY 
Ranges,  p a n e l  s e l e c t e d  47 t o  150 Rz 

150 t o  500 Hz 

OUTPUT CURRENT 
130V Range 
260V Range 

9.23 amps rms 
4.62 amps rms 

OUTPUT CURRENT (Peak)  2.5 X RMS r a t i n g  

L I N E  & LOAD REGULATION 2  % 

FREQUENCY STABILITY .25% 

HARMON1 C DISTORTION 1% maximum i n t o  f u l l  l i n e a r  l o a d  



OUTPUT PROTECTION 

INPUT VOLTAGE 

INPUT FREQUENCY 

EFFICIENCY 

MONITOR ACCURACY 

OPERATING TEMPERATURE 

STORAGE TEMPERATURE 

WEIGHT 

DIMENSIONS 

A u t o m a t i c  peak and rms o v e r  c u r r e n t  
s h u t  down. 
A u t o m a t i c  s h o r t  c i r c u i t  and t h e r m a l  
s h u t  down. 

( s e l e c t e d  by i n t e r n a l  jumpers )  
1 1 5  OK 230  VAC 

-10 d e g r e e s  C t o  +40 d e g r e e s  C 

-40 d e g r e e s  C t o  +75 d e g r e e s  C 

5 5  l b s .  

7"  (HI X 19" (W)  X 1 7 " ( D )  
S l o t s  f o r  s t a n d a r d  r a c k  mount ing  




